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DIP SWITCH

http://pady-switch.com

DA直角型 2.54间距 (2-10,12位) DP琴键型 2.54间距 (2-10,12位)

DS平拨型 2.54间距 (2-10,12位) DHNF-08-T 1.27间距 (2,4,6,8,10位）

EM-08 2.54间距 (2-10，12位） EI-08 2.54间距 (2-10,12位）



立达科技股份有限公司产品规格书

Rating:            25mA 24V DC
Right Angle Type PIN Pitch:   2.54mm

Operation Force:     800gf max
Dielectric Strength: AC 500 V 1 Minute

Insulation Resistance: 100 MΩ Mim 500V DC

Contact Resistance: 50MΩ Max.

Operating Temperature: -25oC ~ +70oC

Mechanical Life: 2,000 Operations

Electrical Life: 2,000 Operations

FUNCTION: 2~10 , 12 positions

RoHS

DA            (Right angle type)直角型

DIP
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立达科技股份有限公司产品规格书

Rating:            25mA 24V DC
Right Angle Type PIN Pitch:   2.54mm

Operation Force:     800gf max
Dielectric Strength: AC 500 V 1 Minute

Insulation Resistance: 100 MΩ Mim 500V DC

Contact Resistance: 50MΩ Max.

Operating Temperature: -25oC ~ +70oC

Mechanical Life: 2,000 Operations

Electrical Life: 2,000 Operations

FUNCTION: 2~10 , 12 positions

RoHS

20
.5°

DIP

DP            (Piano type)琴键型
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立达科技股份有限公司产品规格书

Rating:            25mA 24V DC
Right Angle Type PIN Pitch:   2.54mm

Operation Force:     800gf max
Dielectric Strength: AC 500 V 1 Minute

Insulation Resistance: 100 MΩ Mim 500V DC

Contact Resistance: 50MΩ Max.

Operating Temperature: -25oC ~ +70oC

Mechanical Life: 2,000 Operations

Electrical Life: 2,000 Operations

FUNCTION: 2~10 , 12 positions

RoHS

DIP

DS            (Slide type)平拨型
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立达科技股份有限公司产品规格书

Rating:            25mA 24V DC

1.27mm
Operation Force:     500gf max
Dielectric Strength: AC 300 V 1 Minute

Insulation Resistance: 100 MΩ Mim 500V DC

Contact Resistance: 100MΩ Max.

Operating Temperature: -40oC ~ +85oC

Mechanical Life: 1,000 Operations

Electrical Life: 1,000 Operations

FUNCTION:

RoHS

PIN Pitch:

2 , 4 , 6 , 8 , 10  positions

ON DIP

DHNF-08-T
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立达科技股份有限公司产品规格书

Rating:            25mA 24V DC

2.54mm
Operation Force:     1000gf max
Dielectric Strength: AC 500 V 1 Minute

Insulation Resistance: 100 MΩ Mim 500V DC

Contact Resistance: 100MΩ Max.

Operating Temperature: -40oC ~ +85oC

Mechanical Life: 2,000 Operations

Electrical Life: 2,000 Operations

FUNCTION: 2~10 , 12 positions

RoHS

EM-08

Through Hole Type 7.62mm PIN Pitch:

DIP
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立达科技股份有限公司产品规格书

Rating:            25mA 24V DC

2.54mm
Operation Force:     1000gf max
Dielectric Strength: AC 500 V 1 Minute

Insulation Resistance: 100 MΩ Mim 500V DC

Contact Resistance: 100MΩ Max.

Operating Temperature: -40oC ~ +85oC

Mechanical Life: 2,000 Operations

Electrical Life: 2,000 Operations

FUNCTION: 2~10 , 12 positions

RoHS

EI-08

Through Hole Type 7.62mm PIN Pitch:

DIP
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